HUMMINGBIRD HB100 OPERATION MANUAL
COIL INSERTING (BINDING)
1) Align document holes up.  Start first 3 or more holes by hand. See Picture 1
2) Hold document and start by placing coil over the insertion knob. See Picture 2
3) Continue holding the document as the coil is inserted.   See Picture 3
4) When your document is fully inserted pull away from the inserting knob and crimp both ends.  See Picture 4
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SPECIAL NOTE! :  USE ONLY .75 AMP FUSES

WARRANTY POLICY
YOUR HUMMINGBIRD HB 100 HAS A WARRANTY OF 90 DAYS FROM THE DATE OF PURCHASE.  IN THE FAULT OF A MANUFACTURER’S DEFECT, YOUR DISTRIBUTOR WILL REPAIR OR REPLACE IT.  THIS WARRANTY DOES NOT COVER DAMAGES DUE TO IMPROPER USE OR MISTREATMENT OF THE UNIT, INCULDING AN EXTRAORDINARY EVENT LEADING TO THE DAMAGE OF THE MACHINE.
CONTACT DEALER IF ANY PROBLEMS PERSIST FOR FURTHER INSTRUCTIONS.  PLEASE HAVE YOUR MACHINE’S SERIAL NUMBER AND THE PURCHASE DATE READY.  IF THE UNIT MUST BE RETURNED TO YOUR DISTRIBUTOR, IT’S YOUR RESPONSIBILITY TO PROPERLY PACK AND SHIP IT.  AS ANY DAMAGES INCURRED DURING ITS TRANSIT ARE NOT COVERED BY OUR WARRANTY POLICY.

